
Studio 1 (320sqm) and Studio 2 (320sqm)
Camera:

  4-6 x Sony HDC-1450 camera
  4-6 x RCP-920 (Camera remote control panels)
  1 x MSU-950 (Camera Master Setup Unit) 
  Jimmy Jib Crane Camera Up to 11m

Available Lenses:
  Standard lens HJ17ex7.6B, HJ22ex7.6B
  Wide angle HJ14ex4.3B
  Tele Zoom HJ40x10B
  Tele Zoom HJ60x10B
  Tele Zoom HJ80x10B

Video Mixer:
  1 x Ross Vision 3 QMD switcher (Vision Mixer (3 M/E, 32 I/P and 16 O/P) (Studio-1B)
  1 x Sony MVS-8000 GSF {48 I/P, 24 O/P, 2.5 M/E, four Channels DME} (Studio-2B)

Graphics: (Optional)
  WASP3D
  VizRT HD Engine
  Clarity 3000

Audio Mixer:
  Calrec Zeta audio mixer

Server:
    Dedicated Omneon Spectrum Media Server (6 Channels play/rec), controlled by 
S4M–ClipJockey

Prompter: 
  2 x Autoscript Teleprompter

Lighting Desk:
  Mentor ADB

Cyclorama:
  360 Black, Chroma key Stretch Green 10m X 6.6m

Communication
  RIEDEL Talkback system with wireless studio units
  Select of Sennheiser Microphone (Nick and Handheld)
  Select of Sennheiser Earpieces

Utility:
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Studio 1 (320sqm) and Studio 2 (320sqm)
Connectivity:

  Etisalat
  Du
  More than 60 satellite uplink availability
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